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pvc composite 
 railing system

u	 Classic painted wood style with true architectural details

u	 Convenient universal rails for the top and bottom rails, 
topped off with a decorative top rail cap 

u	 Concealed external rail-to-post connection and a 
patent-pending bracket for a seamless appearance on 
flat, stair, column and 45˚ applications 

u	 Corrosion-resistant stainless steel hardware provides 
safety, security and long-lasting performance

u	 Available in two heights and two lengths 

u	 Choice of two colors and three baluster styles 

u	 Powder-coated, hot-dipped galvanized steel decorative 
balusters create a rustic yet customizable system 
approach for both flat and stair applications 

u	 Steel balusters available in convenient boxes of 10 per 
style, for a variety of design possibilities (flat and stair 
baluster shoes sold separately in bags of 20) 

u	 Suitable for one- and two-family dwellings/townhouses 
not more than three stories high 

u	 Independent tested as designated in report CCRR-0115 

u	 25-year limited warranty with 2-year SureStart™ 
protection

1-15/16"

3-1/2"

2-13/16"

The Panorama® capped composite railing system features a classic painted 
wood railing design with handcrafted authenticity and true architectural 
details you won’t find on any other composite railing. Panorama’s concealed, 
corrosion-resistant stainless steel hardware provides years of worry-free 
performance. Panorama integrates with CertainTeed’s vinyl accessories, 
allowing you to create exciting new exterior designs.

White

Straight Single BasketTwist Double Basket

Desert Tan

Decorative Steel Balusters  
with antique bronze finish
5/8" square; four styles of powder-coated galvanized steel, 
pre-cut to 26.75" to yield 36" finished rail height



The solid look and feel of wood 
without the maintenance

Patent-pending stainless 
steel concealed bracket 
• engineered for flat, stair and 

almost any angle

Composite top rail
• 6', 8' lengths standard in flat  

(8' stair only)

Baluster Styles
• 1-1/4" Colonial Vinyl*

• 5/8" Square Decorative Steel 
balusters* (available for 3' 
systems only)

• 1-1/4" Square Composite

4"x4" wood post  
(sold separately)

Weather-resistant  
pre-capped composite

Baluster shoes*
• Stair shoes are field cut  

to allow for a range of  
stair angles 

Composite universal rails 
for top and bottom 
• 6', 8' lengths standard in flat  

(8' stair only) 

Molded crush block

4-1/2"x4-1/2" post cap 
and trim kit

*The Colonial Vinyl and Decorative  
Steel Balusters install using patented 
baluster shoes.
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1-1/4" 

1-1/4" 



1-1/4" 

5/8" 

5/8" 

Post sleeve
accommodates standard 4"x 4" wood 
posts in 40", 54" and 108" lengths

Post cap and trim kit

4-1/2"x4-1/2" square Antique Bronze deco cap accessory 
snaps onto Panorama post cap

Panorama with vinyl colonial balusters in white

Panorama with square composite balusters in white
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Spectrum™

by Fiberon®

NEW 
PRODUCT

Spectrum with square balusters in white 

1. Composite rails with weatherable capstock

	 • 6' and 8' lengths in flat

	 • 6' length stair

2. Baluster style – 1-1/4"

	 • Square or turn diagonal

3. Baluster insert for top and bottom

	 • flat or stair

4. Stainless rail mounting bracket

5. Crush block

6. 4"x4" post sleeve, cap and trim

1

1

2 3

3

4

5

6
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pvc composite  
railing system

u	 Classic flat top rail design creates distinctive look

u	 Available in two heights and two lengths

u	 Choice of four colors 

u	 Composite square balusters can be installed as 
square or diagonal – with same sku

u	 Stainless steel bracket provides durable 
connection to post

u	 Independent tested as designated in report 
CCRR-0112

u	 20 year performance warranty

With classic style and design versatility, Spectrum™ railing by Fiberon 
coordinates beautifully with EverNew® PT decking with its selection of 
popular composite colors. Spectrum’s blend of a durable composite core 
and a weatherable polymer capstock delivers a durable product with a 
consistent appearance. 

White

Black

Bronze

Rosewood

by

3-3/4"

2-1/4"

Please see product samples before making final selection.



38

EverNew® 20
by Fiberon® 

NEW 
PRODUCT

EverNew 20 in cedar

1. Universal rail for top and bottom

2. Decorative top rail

	 • 8' length for flat and stair

3. Square Baluster style 1-1/4"

4. Stainless rail mounting bracket

5. Crush block

6. 4"x4" post sleeve, cap and trim

1

1 2

6

5

4

3
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Composite 
railing system 

u	 Traditional wood detailing in low 
maintenance composite

u	 Available in one height and one length

u	 Balusters sold separately to allow for color  
mix-n-match

u	 Stainless steel brackets provide durable 
connection to post

u	 Choice of three colors

u	 Recycled content creates sustainability

u	 Independent tested as designated  
in report CCRR-0112

u	 20 year performance warranty

Put your finishing touches on your EverNew® 20 deck with matching EverNew 
20 railing. The rugged EverNew 20 railing by Fiberon® provides strength and 
stability along with the rich look of wood without the maintenance. 

by

4"

2-1/2"

Cedar

Brown

Gray
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Durham™

1. Aluminum brackets for top and 
bottom, for flat or stair (also can 
attach directly to wall)

2. Beveled universal rails for top 
and bottom 6' lengths standard 
in flat and stair (8' flat only) 
(optional decorative top rail cap – 
70" and 94")

3. 2"x2" or 3"x3" post (available in 
3' and 3-1/2' heights)

4. Straight or Twist Baluster Styles

5. Crush block/support leg

6. Pedestal post floor mount 

7. 2"x2" and 3"x3" post cap

8. 2" and 3" post fittings (used to 
create over the post design)

1

2

3

4

5

6

7

Durham in white
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aluminum railing system

u	 Unique beveled rail design 

u	 Convenient universal rails double as both the 
top and bottom rails 

u	 Optional decorative top rail cap snaps over 
top universal rail 

u	 Create three looks from one simple design: 
the basic beveled rail, the rail running over 
the post, and the basic beveled rail with 
decorative top rail cap for 3" posts 

u	 Secure aluminum brackets provide a solid 
metal-to-metal connection for flat and stair 
applications 

u	 Corrosion-resistant stainless steel screws offer 
a strong and secure fastening system 

u	 Choice of two colors and two baluster styles 

u	 Available in two heights and two lengths 

u	 Aluminum posts install to surfaces using 
pedestal floor mount 

u	 Designed to meet ICC-ES standards for 
aluminum design 

u	 10-year limited warranty 

2"

2-7/8"

1-7/16"

The Durham™ aluminum railing system lets you create the look you want, 
thanks to its versatile beveled rail design. Crafted of high-quality architectural 
grade 6063-T6 aluminum extrusions with a weatherable powder-coated finish, 
Durham features rugged construction and precision-fit components for a snug, 
secure fit. Durham’s aluminum brackets provide the unequaled strength of a 
metal-to-metal post connection, while the corrosion-resistant stainless steel 
screws ensure that Durham will maintain its integrity for years to come.

White Black

Basic rail

Over-the-post

Basic Rail with  
Decorative Top Rail Cap

Rail systems
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Porch Posts,  
Wraps & Columns

CertainTeed Structural Porch Posts, 
Columns and finishing accessories 
complement any project, no matter 
which railing style or system is chosen. 

Colonial 
5"x 5"   

Colonial 
4"x 4"   

Traditional 
5"x 5"   

Square 
5"x 5"   

Tapered 
round column 
8" & 10"

Round  
non-tapered 
column 8"

Square 8"

white

almond

white

almond

white

tan

almond

white

almond

clay

u	 Pivoting mounting plate for easy installation  
of porch post

u	 Aluminum reinforced for rigidity and strength

u	 108" lengths

u	 Load bearing

u	 Tie-down connection of porch post eliminates 
need for separate hurricane tie-down kit

u	 No overhead jacking required

NEW 
PRODUCT

NEW 
PRODUCT

NEW 
PRODUCT

Tie-down mounting plates and 4-piece post trim 
kits for top and bottom come with the post.

Cap and base trim sets sold separately.
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certa-snap® post wrap

Designed to coordinate with CertainTeed’s vinyl deck 
and railing products, Certa-Snap Wrap delivers all of 
the low-maintenance benefits of vinyl posts without 
having to replace existing wood porch posts.

u	 Specially designed for existing wood posts 

u	 8-piece system — 4 vinyl post sections plus 4 
corner trim pieces

u	 Components snap together for easy installation 

u	 Available 4" x 4" or 6" x 6" in 10' lengths - can 
be field cut to any length  

u	 Available in smooth and Select Cedar finish 

u	 4-piece post trim for top and bottom sold 
separately

White Smooth

White Select Cedar

Almond Smooth

Almond Select Cedar

Installation Trim accessory

NEW
TEXTURE

Certa-Snap Wrap in 
Select Cedar texture
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EverNew® Deck, Railing, Porch Post Wraps & Columns (at a glance)

vinyl CAPPED composite Composite Aluminum

Kingston Edgewood® Oxford
Oxford T-Rail 

Glass Baluster 
Infill

Panorama® Spectrum™ EverNew® 20 Durham™

Baluster Size 1-1/2" x 1-1/2" 1-1/2" x 1-1/2" 1-1/4" x 1-1/4" 4" x 3/8"
1-1/4" x 1-1/4" 

Composite, 
5/8" x 5/8" Steel

1-1/4" x 1-1/4" 1-1/4" x 1-1/4" 5/8" x 5/8"

Baluster Style Traditional, 
Square

Octagonal, 
Square

Colonial, Square 
Glass: Clear and 

Smoked

Square, 
Decorative Steel: 
Antique Bronze

Square/Diamond Square Straight, Twist

Baluster Spacing 3-7/16" Flat 3-7/16" Flat 3-3/8" Flat 3-7/8" Flat
3-5/8" Flat 
Composite,  

3-3/4" Flat Steel
3-1/4" 3-1/4" 3-5/16" Flat

Section Width  
(flat nominal)

72", 96", & 
120"

72", 96" & 120"
72", 96", & 

120"
72" 72", 96" 72", 96" 96" 72", 96"

Section Width  
(flat actual)

68-1/2", 92-
1/2", 116-1/2"

67-1/2", 91-
1/2", 115-1/2"

71-1/2", 95-
1/2", 119-1/2"

71-1/2" 67-1/2", 92-1/2" 72", 96" 96" 69-3/4", 93-3/4"

Section Heights 3' and 3-1/2' 3' and 3-1/2' 3' and 3-1/2' 3-1/2' 3' and 3-1/2' 3' and 3-1/2' 3' 3' and 3-1/2'

Rails (flat 
sections)

3-1/4" x 1-1/2" x 
68-1/2",  

92-1/2" or 116-
1/2"  

Top & Bottom

3" x 2-1/2" x 
67-1/2", 91-1/2" 
or 115-1/2" Top 

& Bottom

3" x 3-1/2" x 
71-1/2", 95-1/2"  

or 119-1/2" 
 “T” Shaped 

Top Rail

3" x 3-1/2" x 
71-1/2"

 “T” Shaped 
Top Rail

3-1/2" x 
2-13/16" x 

67-1/2"
or 92-1/2" Top 

Rail

3-3/4" x 2-1/4" 
x 72" 

or 96" Top Rail

4" x 2-1/2" x 
96" Top Rail

2-7/8" x 1-7/16" 
x 69-3/4"
or 93-3/4"

Top Rail Style Top Round “I” Rail “T” Rail “T” Rail Classic Flat Standard Beveled

Bottom Rail 
Style Top Round “I” Rail 2 x 4 2 x 4 Classic Flat Standard Beveled

Reinforcement Aluminum Top & 
Bottom

Aluminum Top & 
Bottom

Aluminum Top & 
Bottom

Aluminum Top & 
Bottom

Composite Core Composite Core Composite Core Aluminum

Brackets

Aluminum 
brackets with 
molded covers 
for flat, stair, 

column, 45˚ and 
22-1/2˚

Nylon brackets 
with molded 

covers for flat, 
stair, column, 45˚ 

and 22-1/2˚

Routed post 
option or 
aluminum 

brackets with 
molded covers 
for flat, stair, 

column and 45˚

Routed post 
option or 
aluminum 

brackets with 
molded covers 
for flat, stair, 

column and 45˚

Patent-pending 
stainless steel 

concealed 
bracket 

engineered for 
flat, stair, and 

almost any angle

Stainless Steel 
brackets for flat, 
stair and angle

Stainless Steel 
brackets for flat 

and stair

Aluminum 
brackets for flat 

or stair

Color White, Clay, 
Almond

White, Almond, 
Sierra Blend

White, Tan White, Tan
White, Desert 

Tan

White, Black, 
Bronze, 

Rosewood

Gray, Cedar, 
Brown

White, Black

Code Listing ESR-1555 Under Evaluation NER-605 — CCRR-0115 CCRR-0112 CCRR-0112 NA

Application

Suitable for 1 
and 2-family 

dwellings and 
townhouses 

not more than 
3-stories in 

height

Suitable for 1 
and 2-family 

dwellings and 
townhouses 

not more than 
3-stories in 

height

Suitable for 
residential and 

commercial 
applications 
– including 

multi-family and 
over 3-story 
installation

Suitable for 
residential and 

commercial 
applications 
– including 

multi-family and 
over 3-story 
installation

Suitable for 1 
and 2-family 

dwellings and 
townhouses 

not more than 
3-stories in 

height

Suitable for 1 
and 2-family 

dwellings and 
townhouses 

not more than 
3-stories in 

height

Suitable for 1 
and 2-family 

dwellings and 
townhouses 

not more than 
3-stories in 

height

Suitable for 
residential and 

commercial 
applications 
– including 

multi-family and 
over 3-story 
installation

Warranty Limited Lifetime 
& Transferable

Limited Lifetime 
& Transferable

Limited Lifetime 
& Transferable

Limited Lifetime 
& Transferable

25-Year Limited 20-Year Prorated 20-Year Prorated 10-Year Limited

SureStart™ 5-Year 5-Year 5-Year 5-Year 2-Year NA NA NA

Value $-$$ $$-$$$ $$ - $$$$ $$$$ $$ - $$$ $$ $$ $$$

Railing Systems
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EverNew® Deck, Railing, Porch Post Wraps & Columns (at a glance)

Decking

Porch Post Wraps & Columns

vinyl Cellular PVC COMPOSITE

EverNew Vinyl Deck EverNew LT EverNew PT EverNew 20

Plank Size 1-1/2" x 5-1/2" 1" x 5-1/2" 5.4" x 0.935" 5.25" x 0.93”

Plank Spacing 1/8" 1/8-1/4" 3/16" 3/16"

Board Size 2" x 6" 5/4" x 6" 5/4" x 6" 5/4"x 6", 2"x 6"

Plank Length 
(nominal) 12', 16', 20' 12', 16', 20' 12', 16', 20' 12', 16', 20'

Joist Spacing 16 in. 16 in. 16 in. 16 in.

Surface Raised Ridge Tread
Woodgrain,  
Non-organic

Woodgrain,  
Non-organic

Woodgrain

Color White, Gray,  
Almond, Tan

Saddle, Greystone, Dune, 
Sequoia

Slate, Bronze,  
Rosewood Tropics,  

Ipe Tropics
Gray, Cedar, Brown

SureStart™ 5-Year NA NA NA

Warranty Limited Lifetime 
Transferable

Limited Lifetime,  
20-Year Stain & Fade 

20-Year Prorated,  
20-Year  

Stain & Fade
20-Year Prorated

Code NER-605 Pending Pending CCRR-0108

Value $$$ $$$ $$ $

vinyl

Colonial 
Post

Colonial 
Post

Traditional 
Post

Square 
Post

Square 
Column

Tapered 
Round 

Column

Round non-
tapered 
Column

Certa-Snap® 
Wrap

dimension 5"x 5" 4"x 4" 5"x 5" 5"x 5" 8"x 8" 8", 10"* 8"
4"x 4" 
6"x 6"

length 108" 108" 108" 108" 108" 108" 108" 120"

load bearing 5000 lbs. 2600 lbs. 5000 lbs. 5000 lbs. 18000 lbs. 18000 lbs. 18000 lbs. NA

aluminum 
reinforcement yes yes yes yes yes yes yes NA

color White, Tan, 
Almond

White, Tan, 
Almond

White, 
Almond

White, Clay, 
Almond

White White White
White, 

Almond

includes tie 
downs yes yes yes yes no no no NA

* 8" Tapered Round Column – 7-3/4" tapers to 6-1/8"

10" Tapered Round Column – 9-3/4" tapers to 8-1/8"



Polymer Shakes & Shingles

Insulated Siding

PVC Exterior Trim & Beadboard

RailingVinyl Carpentry™ Trim

Vinyl Siding Soffits Decking by Fiberon®

CertainTeed Corporation 
P.O. Box 860
Valley Forge, PA 19482

Professional: 800-233-8990 
Consumer: 800-782-8777 
www.certainteed.com

ASK ABOUT OUR OTHER CERTAINTEED PRODUCTS AND SYSTEMS:

Code No. 40-70-428, © 11/09 CertainTeed Corporation, Printed in U.S.A.

Exterior: Roofing • Siding • Windows • Fence • Railing • trim • decking • Foundations • PIPE
Interior:  Insulation • gypsum • CeilingS

CertainTeed products are designed to work together and complement 
each other in color and style to give your home a beautiful finished look.

Fence




